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1 Purpose 

The purpose of this Chapter is to outline controls for car parking, traffic, access, 
manoeuvring, servicing and construction.  

2 Application 

This Chapter applies to all development in the Shoalhaven Local Government Area. 

3 Context 

The provision of car parking, access to development and servicing requirements are all 
important to providing a balance between using vehicles and the impacts that they may 
have on our urban form, people and fellow road users.  This Chapter is therefore designed 
to acknowledge the ongoing presence of the private car and other vehicles that are used 
to access development, and to ensure that the allowances made for these are consistent 
with achieving this balance.   

4 Objectives 

The objectives are to: 
i. Ensure that adequate off street parking is provided in conjunction with development 

throughout the City, including any overflow parking. 
ii. Discourage the use of on street parking for new development.  
iii. Ensure that car parking areas are visually attractive, functional, operate efficiently, 

are safe and meet the needs of users. 
iv. Ensure that all vehicles enter and leave a site in forward direction and that the 

manoeuvring of vehicles does not take place within the road reserve, but within the 
subject site. 

v. To encourage developments that contribute to the vitality and liveability within CBD 
areas. 

vi. Address the principles of ecologically sustainable development.  
vii. To ensure that the traffic and road safety implications of development are 

adequately assessed in accordance with current guidelines and standards. 
viii. To minimise any adverse traffic and road safety impacts of development. 
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5 Car Parking Controls  

5.1 Car Parking Schedule 

This Section sets out car parking requirements for a range of specified uses.   
A Traffic Statement and/or Traffic Study (as required) must demonstrate that the parking 
objectives of this Chapter have been met and also consider the variation in annual 
demands for a range of likely vehicle types. In additional to light vehicle parking, this may 
also require the provision for long vehicle parking, bus pick up/drop off, bus parking, 
vehicle / trailer combinations etc, depending on the development type and likely parking 
demands generated. Acceptance of final parking layout will be at Council’s discretion. 
The car parking rates in the following car parking schedule is a guide to typical minimum 
requirements that need to be provided onsite.  
 
 Note: A mixed use development will have a different 

assessment ratio based on the intended use. For 
example, a development comprising retail at ground 
level and office space above will be assessed at 1 
space per 24m2 for the retail component and 1 
space per 40m2 for the office component. 

Refer to Part 3J-1 of the Apartment Design Guide in 
relation to car parking requirements for development 
subject to State Environmental Planning Policy No 
65 - Design Quality of Residential Apartment 
Development in the Nowra CBD on land zoned, and 
sites within 400 metres of land zoned, B3 
Commercial Core and B4 Mixed Use. 

All on-site car parking spaces must be available in 
accordance with the development consent for use by 
patrons/clients of the development at all times during 
operating hours and clearly signposted.  If car 
parking spaces are required for the exclusive use of 
an owner, operator or staff, then such spaces must 
be provided over and above those required in this 
Section.   

In calculating the total parking requirement for a 
development proposal, a fractional answer should 
be rounded to the nearest whole number.  For 
example, 5.4 will equal 5, where 5.5 or 5.6 will equal 
6.  The “rounding off” of fractions will not apply 
however in the calculation of development 
contributions.   

For car parks associated with the regular use by 
long and heavy vehicles, an appropriate number of 
spaces are required. 
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Land Use Type Standard Notes 

Residential 

Attached 
dwellings 
Dual occupancy 
Group homes 
Integrated 
housing 
development 
Multi dwelling 
housing 
Multi dwelling 
housing 
(terraces) 
Manor houses 
Residential flat 
buildings 
Semi-detached 
dwelling 
Shop top housing 

1 space per one bedroom dwelling. 

1.5 spaces per two bedroom dwelling. 

2 spaces per dwelling containing three 
or more bedrooms. 

The parking rates specified above 
includes visitor spaces. At least one 
space per dwelling should be provided 
for the sole benefit of each dwelling. 
Any parking on site exceeding the 
minimum requirements is to be 
provided as visitor spaces. 

A bedroom includes a room or rooms 
capable of use as a bedroom. 
The arrangement and layout of the 
required parking will be assessed on 
merit and on a case-by-case basis.  
Visitor parking within new 
developments may be catered for 
within driveways of individual dwellings 
where it can be demonstrated that 
other dwellings within the complex are 
not impacted upon. Alternatively, 
visitor parking may be provided on a 
communal basis and upon common 
property. 

Boarding house As per the requirements of State 
Environmental Planning Policy 
(Affordable Rental Housing) 2009.  

 

Dwelling house 2 spaces. One of these spaces may be forward 
of the building line, in a tandem 
arrangement with the other space, 
where the setback is at least 5.5m to 
promote accessibility and to 
accommodate the vehicle wholly within 
the site. 

Hostel 1 space for:  
• Each room (with up to 4 beds per 

room) in the hostel; and 
• Every 5 beds in a dormitory.   
1 parking space for every 2 people 
employed in connection with the 
development and on duty at any one 
time. 
1 parking space suitable for an 
ambulance. 

 

Seniors Housing  As per the requirements of State 
Environmental Planning Policy 
(Housing for Seniors or People with a 
Disability) 2004.  
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Business, Commercial and Retail Development 

Specialised retail 
premises  

1 space per 50m² of gross leaseable 
floor area. 
  

Refer to the ‘Designated stock storage 
area’ parking rate for any stock 
storage component which will be 
calculated separately.  

Car tyre outlet 
 

3 spaces per 100m² of gross floor area 
or 3 spaces per work bay, whichever is 
greater. 

 

Commercial 
premises 
(Business 
premises, Office 
premises, Retail 
premises) 

Land zoned B3 Commercial Core: 
• 1 space per 24m2 of gross floor 

area: 
- At ground level; or  
- Where access to the 

development is from 
ground level above an 
underground level of car 
parking.  

• 1 space per 40m2 of gross floor 
area at first floor and above.  

Elsewhere, 1 space per 40m2 of gross 
floor area. 

 

Designated 
storage area 
(retail) 

1 space per 50m². This rate needs to be considered for all 
retail development that includes a 
designated storage area. 

Drive-in liquor 
store 

1 space per employee. 
Internal roadway to be a minimum 2 
lanes wide (minimum of 6m subject to 
swept path analysis) with one way 
circulation. Vehicles must travel a 
minimum distance of 30m (i.e. queuing 
distance) before reaching the serving 
area.  

 

Drive-in take 
away food and 
drink premises 

12 spaces per 100m² gross floor area 
where no on-site seating is provided. 
Development with on-site seating and 
no drive through facility: 
• 12 spaces per 100m² gross floor 

area; plus  
• 1 space per 5 seats (internal and 

external), or 1 space per 2 seats 
(internal) whichever is the greater. 

Development with on-site seating and 
drive through facilities: 
• 1 space per 2 seats (internal) or 1 

space per 3 seats (internal and 
external), whichever is the 
greater; plus 

• Queuing area of 10-24 cars within 
the drive through as measured 

Local evidence suggests a longer 
queue length in Shoalhaven (20-24 
B99 vehicle type).  Queue capacity on 
site should be determined by an 
independent suitably qualified 
professional who must draw 
comparisons with other similar 
developments in similar locations and 
must take into account seasonal 
variations in demand in Shoalhaven to 
ensure that these facilities do not 
adversely impact the surrounding road 
network. 
Where Council cannot be satisfied that 
the drive through capacity will be 
sufficient, a 12 month review period 
may be conditioned.  Any shortfall in 
capacity may also be conditioned to 
meet ongoing operational 
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from the pick-up point. requirements.    
Home based 
business: 
Home business 
Home industry 
Home occupation 
 

2 spaces for residents. 
1 space for each non-resident person 
working on the site. 
1 space for visitors/clients. 
 

If the dwelling forms part of a dual 
occupancy or attached housing 
development, car parking for residents 
must be in accordance with Council’s 
development consent for the 
development.  On-site parking in strata 
title or community title developments is 
subject to the agreement of the body 
corporate or neighbourhood 
association. 

Market 2.5 spaces per stall.  
 

Spaces may be provided on an 
informal basis but must be controlled 
by marshals and where appropriate, 
sufficient markings both during and 
immediately after the market to ensure 
traffic safety is maintained. 

Motor showroom 
Vehicle sales or 
hire premises 

0.75 spaces per 100m² site area; plus  
5 spaces per work bay (as per vehicle 
repair station) for vehicle servicing 
facilities, where proposed. 

 

Outdoor dining 
area 

Additional parking is not required 
where the use is associated with the 
approved adjacent business use. 

 

Pub  
Registered club 

1 space per 5m² of licensed floor area 
(e.g. bar, lounge, beer garden, games 
room). 
1 space per 40m² of gross floor area of 
office space. 
Function rooms/restaurant or cafe: 

• 1 space per 24m² of gross floor 
area within CBD areas; or  

• 1 space per 6.5m² of gross 
dining area outside CBD area. 

Dance areas and other recreation 
areas will be considered separately. 
 

Alternatively, car parking requirements 
may be determined by Council 
following the completion and 
submission of a parking impact and 
needs study by an independent 
suitably qualified professional.  
Comparisons must be drawn with 
other similar clubs/hotels in similar 
locations. Depending on individual 
circumstances, Council may accept 
some grassed overflow areas as 
overflow parking. 
Provision should be made for 
emergency vehicles (doctors/ 
ambulance) to gain ready access to 
the club or pub. 

Function Centre 1 space per 6.5m² of public dining 
area. 

 

Restaurant 
Small bar (not 
exceeding 150m2) 
in CBD areas 
utilising existing 
retail or office 
developments 

1 space per 24m² of gross floor area 
within the CBD.  
1 space per 6.5m² of public dining area 
outside the CBD. 

 

Roadside stall 
Stationary food 

4 spaces.  
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vans/ vehicle 
Service station 
and any ancillary 
convenience 
store component 

1 space per 20m² of gross leaseable 
floor area.  
5 spaces per work bay (as per vehicle 
repair station), where proposed.  
 

These rates do not include the petrol 
bowser area. 
Refer to the ‘Designated stock storage 
area’ parking rate for any stock 
storage component which will be 
calculated separately. 

Sex services 
premises 

2 spaces per employee.  

Shop 1 space per 24m² of gross leaseable 
floor area. 

Refer to the ‘Designated stock storage 
area’ parking rate for any stock 
storage component which will be 
calculated separately. 

Supermarket 1 space per 19m² of gross leaseable 
floor area. 

Refer to the ‘Designated stock storage 
area’ parking rate for any stock 
storage component which will be 
calculated separately. 

Industrial Development 

General industry 
(factory) 

1 space per 100m² of gross floor area.  

Plant nursery 1 space per 50m² of site display area 
with a minimum of 15 spaces.  
 

This does not include CBD areas 
where parking is calculated on the 
standard shop rate. 

Road transport 
terminals 
Transport depot 

1 space for each vehicle present at the 
time of peak usage on the site. 
 

Parking for large vehicles is to be 
located off-street. 

Vehicle repair 
station 

5 spaces per work bay.   This may include the area available 
within the work bays where vehicles 
are serviced. 

Warehouse or 
distribution 
centre  
(including Local 
distribution 
premises) 

1 space per 300m² of gross floor area. Used solely for the storage and 
handling of goods. 

Wrecking yard 1 space per 200m² of site area.  
1 space per 40m² of gross floor area 
when largely contained within a 
building.   

 

Health and Community Services 

Child care centre 1 space for every 3 children.  
 

Council may consider a reduction in 
parking numbers (absolute minimum 
will be 1 space for every 4 children) 
only where a suitable pick up/drop off 
area is designed to promote high 
turnover.  
Consideration must be given to the 
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safe ingress and egress as well as 
manoeuvring of vehicles onsite.   

Educational 
establishments 
 

 Primary School 
• 1 space per 5 students, minimum; 

and  
• Pick up/drop off zone of minimum 

length sufficient to allow 1 space 
per 20 students; and  

• Bus zone of minimum length to be 
sufficient to allow 1 bus space per 
75 students.  

High School 
• 1 space per 8 students, minimum; 

and  
• Pick up/drop off zone of minimum 

length to be sufficient to allow 1 
space per 35 students; and  

• Bus zone of minimum length 
sufficient to allow 1 bus space per 
200 students. 

Combined Primary/ High School 
• 1 space per 5.5 students, 

minimum; and 
• Pick up /drop off zone of minimum 

length sufficient to allow 1 space 
per 25 students; and  

• Bus zone of minimum length of 
zone to be sufficient to allow 1 
bus space per 150 students. 

These rates are based on local traffic 
surveys and include allowance for staff 
parking (including ancillary staff and 
volunteers).  Council may consider a 
reduction in the general vehicle pick 
up/drop off length by up to a maximum 
of 50%, by transfer of these calculated 
spaces to car parking spaces on 1:1 
basis (i.e. in addition to the base car 
parking calculation). 
Bus zone length needs to make 
allowance for operational requirements 
of bus services expected including 
provision for concertina buses and 
some 14.5m rigid buses. 
The proposed provisions will assist 
with alleviating parking  and 
congestion issues around future 
schools by ensuring the calculated 
minimum car parking and bus 
requirements are provided on site. 

Entertainment 
facility  

1 space per 10 seats or, if no fixed 
seating is provided, 1 space per 10m2 
of gross floor area where sufficient 
overflow car parking is readily 
available in an adjacent area or within 
reasonable walking distance at the 
time of functions being held. 
Or 
1 space per 3 seats, minimum, where 
sufficient overflow car parking is not 
readily available in an adjacent area or 
within reasonable walking distance at 
the time of functions being held. 
 

A reduction to the minimum rate may 
be considered where a suitable pick 
up/drop off area is designed to 
promote high turnover and for 
satisfactory catering for public 
transport. 
Alternatively, car parking requirements 
may be determined by Council 
following the completion and 
submission of a parking impact and 
needs study by an independent 
suitably qualified professional. 
Comparisons must be drawn with 
other similar developments in similar 
locations. 

Hospital (Private 
and Public) 

1 space per 3 beds. 
1 space for an ambulance, or 2 
ambulance spaces if greater than 50 
beds. 
1 space per doctor; plus 1 space per 2 
staff (based on the peak number 

Alternatively, car parking requirements 
may be determined by Council 
following the completion and 
submission of a parking impact and 
needs study by an independent 
suitably qualified professional. 
Comparisons must be drawn with 
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expected at any one time). 
 

other similar hospitals in similar 
locations. 

Medical centre 
Health consulting 
rooms 
Veterinary 
hospital/ 
surgeries 

4 spaces per doctor/health care 
professional or 4 spaces per 100m2 of 
GFA, whichever is the greater. 
1 ambulance space per medical 
centre.  

For any other operation within the 
centre or mixed use development (e.g. 
pharmacy, café and the like), car 
parking shall be subject to an alternate 
parking rate, suitable to the proposed 
use. 

Place of public 
worship (includes 
related halls) 

1 space per 10 seats or, if no fixed 
seating is provided, 1 space per 10m2 
of gross floor area of worship area. 
In recognition of the shared nature of 
trips: 
• If a hall will be erected on the 

same site as an existing Place of 
public worship, additional car 
parking is required for the excess 
capacity of the proposed hall over 
and above the existing Place of 
public worship. 

• If a Place of public worship and 
hall will be erected on the same 
site, car parking is required for 
whichever building generates the 
highest parking requirements. 

Alternatively, car parking requirements 
may be determined by Council 
following the completion and 
submission of a parking impact and 
needs study by an independent 
suitably qualified professional. 
Comparisons must be drawn with 
other similar Place of public worship 
/halls in similar locations. Council will 
give consideration to the availability 
and proximity of existing off-street 
public car parking. Depending on 
individual circumstances, Council may 
accept some grassed areas as 
overflow parking. 

Recreation Facilities 

Bowling alley 3 spaces per lane.  

Bowling green 30 spaces for the first green; plus  
15 spaces for each additional green. 

 

Gymnasium 1 space per 13m²-22m2 of gross 
leasable floor area. 

The lower of the permissible rate 
range (i.e. 1 space per 22m2) may be 
considered where it can be justified 
that there is usage outside of business 
hours and/or where there is a dual use 
(in accordance with the Transport for 
NSW Guide to Traffic Generating 
Developments). 
Group classes are likely to trigger the 
higher of the permissible range, noting 
there may be a parking overlap 
between classes that intensifies 
demand at this change over time. 

Indoor Cricket/ 
Netball/ Soccer 
Court 

15 spaces per court.  

Rowing club 1 space per three members.  

Sailing club 1 space per three members.  
75% of parking spaces shall make 
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provision for the parking of trailers. 
Sporting field 60 spaces per playing field for regional 

complexes. 
30 spaces per playing field for local 
playing fields. 
 

These figures are guidelines only and 
any development application for such 
proposals should provide details 
addressing the individual parking 
demands for a proposed sporting field 
facility. 
A traffic management plan is required 
that is to include a car and bus drop 
off/pick up area. An overflow parking 
area is also to be included (this may 
be a grassed area).   

Squash and 
tennis court 

3 spaces per court.  

Swimming pool 
(indoor/outdoor) 

On individual merit, following 
submission of study which addresses 
parking requirements.  

 

Tourist Facilities 

Caravan park  
Camping Ground 

As per the requirements of Sections 
96-98 of the Local Government 
(Manufactured Home Estates, 
Caravan Parks, Camping Grounds and 
Moveable Dwellings) Regulation 2021.  

 

Marina 
Public wharf 

0.6 spaces per wet berth. 
0.2 spaces per dry storage berth. 
0.2 spaces per swing mooring. 
0.5 spaces per marina employee. 

Applicants must provide for trailer 
parking at public jetties associated with 
marinas and public wharfs. 

Regional boat 
ramps 

20 spaces per boat ramp including 
provisions for boat/trailer 
combinations. 

 

Tourist and Visitor Accommodation 

Bed and breakfast 
accommodation  

1 space per guest room, in addition to 
the parking required for the dwelling. 

 

Guesthouse 1 space per guestroom; plus  
1 space per employee. 

 

Tourist cabin 
Tourist 
accommodation 
unit 
Serviced 
apartment 

1 space per tourist cabin/ unit; plus  
1 space per employee and/or 
manager. 

 

Hotel and motel 
accommodation 

1 space per room; plus  
1 space per employee and/or 
manager. 

 

Restaurant or 
café and 

As per Council's requirements for 
restaurant or cafe/function centres.  

Consideration will be given for off-
setting car parking spaces where it is 
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Conference and 
Function Centres 
used in 
conjunction with 
tourist and visitor 
accommodation 

 likely that patrons of the tourist 
accommodation will use the restaurant 
or cafe/conference/reception facility on 
the following basis:  

• Within urban areas - 25% 
reduction on parking required 
for the restaurant or cafe 
/conference/reception. 

• Outside urban areas - 50% 
reduction on parking required 
for the restaurant or cafe.  

Where a restaurant or cafe is used by 
patrons of the tourist development 
only, and is not open to the public, 
additional car parking will not be 
required for the restaurant or café 
component.  

Other  

Dog Breeding and 
Boarding 
Establishments 
(Including 
Catteries) 

2 spaces; or  
3 spaces in the case of boarding 
kennels. 
 

 

 
5.2 Parking Credits, Waivers, Discounts and Incentives 

5.2.1 Car Parking Credits 
Sites with an existing development may, in some circumstances, benefit from a parking 
credit.  Credits are not transferrable where an existing development is demolished.   
If it is intended to change the use of an existing building and the new use requires more 
parking than the old use, a parking credit may be available for the original use, subject to 
assessment. 
Any additions to an existing development would be calculated at the current parking rate 
and may benefit from a parking credit depending on the nature of the application and the 
existing development.  

5.2.2 Car Parking Waiver – Change of Use Development in Traditional Retail 
Centres 

Change of use developments in the following traditional retail centres are not required to 
provide any additional car parking.  Subsequently, developer contributions for car parking 
projects in certain centres would also not be levied for change of use development.  The 
waiver only applies to the change of use of existing floor areas and does not apply to any 
new floor area in a development (e.g. extensions, additions, new buildings).  

• Basin View (B2 zoned land) 
• Bawley Point (B1 zoned land)  
• Berry (B2 zoned land) 
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• Bomaderry (Lyndhurst Shops B1 zoned land) 
• Bomaderry Town Centre (B4 zoned land) 
• Burrill Lake (B1 zoned land)  
• Callala Bay (B1 zoned land) 
• Callala Beach (B1 zoned land)  
• Culburra Beach (B2 and B4 zoned land – excluding Seagull Street) 
• Currarong (B1 zoned land)  
• Erowal Bay (B2 zoned land)  
• Greenwell Point (B2 zoned land) 
• Huskisson Town Centre (B2 and B4 zoned land) 
• Kangaroo Valley (retail core as per Chapter N1 of SDCP 2014)  
• Milton (B2 zoned land) 
• Mollymook (B4 zoned land – Ocean Street) 
• Mollymook Beach (Tallwood Shops B1 zoned land) 
• North Nowra Centre (B1 zoned land) 
• Nowra (Kalandar Street) (B1 zoned land) 
• Nowra CBD (B3 and B4 zoned land) 
• Sanctuary Point (B2 zoned land) 
• Shoalhaven Heads Village (B2 and B4 zoned land) 
• St Georges Basin Town Centre (B4 zoned land) 
• Sussex Inlet Town Centre (B2 and B4 zoned land) 
• Ulladulla (B3 and B4 zoned land) 
• Vincentia (Burton Street Shops - B2 zoned land) 

5.2.3 Shared or Co-Use of On-Site Car Parking Facilities - Mixed Use Development 
Council will take into consideration the shared or co-use of on-site car parking facilities 
following the completion and submission of a parking impact and needs study by an 
independent suitably qualified professional.  Comparisons must be drawn with other 
similar developments in similar locations where appropriate.   
When assessing mixed use developments, Council will only support the discounting of car 
parking requirements where the mixed use development occurs within the one 
development (not related to other developments) and only where appropriate justification 
is provided with consideration of peak parking requirements of the whole development. 
Any discounting that may be allowable for multi-purpose trips within a mixed use 
development will have a maximum discount of 25%.  Despite this, all developments will be 
assumed to have nil discounting applicable, except where a technical assessment has 
been undertaken to justify any proposed discounting. Acceptance of any discounting 
proposed will be at the discretion of Council with the intent of achieving the objectives of 
this Chapter. 
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5.2.4 Nowra CBD Parking Discounts 

 Note: If only part of a lot is identified as being within 
the parking discount area as shown in Figure 1, the 
discount will apply to the whole of the lot. 

If a development application is lodged over more 
than one lot, but not all lots are included in the 
discount area, the development application will be 
assessed on its merits.  Contact Council for more 
information.  

A Section 4.55 Application will only be considered 
for the 50% Parking Discount where the proposed 
modification will have a direct impact upon parking. 

A 50% discount will be applied to development applications within the Nowra CBD (see 
Figure 1), where that development clearly provides one or more of the following land use 
outcomes: 

• Primarily operates outside of core CBD Business hours; 
• Involves public meeting places that facilitate events, non-gambling entertainment or 

improves the public domain/ safety for the general public (place making); 
• Encourage use and attract public/ group (i.e. bus) transport.  

A 30% car parking space discount shall be applied to medium density residential 
development within a 200m radius of the Nowra CBD, excluding Shop top housing which 
shall receive a 25% discount and dual occupancy development which shall receive no 
discount.  Refer to Figure 1 below.    

5.2.5 Bicycle Parking 
At Council’s discretion, car parking rates may be discounted where adequate provision has 
been provided for pedestrian/bicycle users including appropriate end user facilities (bike 
racks, adequate lockers, showers and amenities and appropriate path connections to 
surrounding network, etc). Each application will be considered on merit but in general 
discounting will be limited to a maximum of 2%. 

5.2.6 Conservation Incentives 
If a development proposal involves the retention and enhancement of an item of 
environmental heritage, as identified in SLEP 2014, Council may consider a request to 
reduce the parking normally required if it is felt that this parking would reduce the 
significance of the item.   
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Figure 1: Nowra CBD Development Incentives 

 



Shoalhaven Development Control Plan 2014 

Chapter G21: Car Parking and Traffic 
 

 
    Page | 16  

5.3 Parking, Layout and Dimensions 

Performance Criteria Acceptable Solutions 

P1.1 The car park area: 

• Provides safe and efficient 
circulation, manoeuvring and 
parking of vehicles. 

• Ensures that a vehicle can safely 
enter and leave the parking space in 
no more than two manoeuvres. 

• Minimises potential for pedestrian 
conflict. 

• Ensures effective and safe use of 
speed humps. 

• Ensures efficient operation and 
safety of parking and loading areas 
through appropriate signage. 

• Includes appropriate lighting to 
ensure the safety of persons using, 
and security of vehicles parked 
within. 

P1.2 Any substantial loss of on-street car 
parking spaces are replaced within the 
development site.  

A1.1 Car parking spaces are provided on-site 
and are readily accessible from the road 
frontage of the development. 

A1.2 Where a substantial loss of on-street car 
parking directly related to a development 
is proposed, these spaces are to be 
replaced on site.   

Note: A substantial loss of on-street car 
parking may arise from the construction of 
two or more access points, bus 
embayments, car parking restrictions and 
the like. 

A1.3 Entrance to parking areas must not be 
accessed through buildings or carports. 

A1.4 The proposed parking layout, including 
but not limited to access design, space 
dimensions, offsets, ramps, aisle 
dimensions, speed humps (and the like), 
shall be designed in accordance with 
AS2890.   

A1.5 Stack parking of vehicles will only be 
supported when part of a mixed use, 
commercial, managed residential 
development or a mix of these uses, and 
where all the following criteria are met: 

• A management plan is in place. 

• No more than two (2) cars are 
permitted to park in a stacked 
arrangement. 

• The parking spaces in a stack 
configuration must be connected to 
a single unit or commercial shop or 
office.   

• Have a maximum longitudinal grade 
of 5% and a maximum crossfall of 
6.25%. 

Note: Council will generally not support 
spaces that are allocated to different uses 
within the development.   

A1.6 Dead-end parking aisles longer than 
15m are not permitted, unless used in 
situations of low vehicle turnover, such 
as employee parking and are to be sign 
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posted accordingly.  
A1.7 Redundant areas within car parks should 

be considered for motorcycle parking.  A 
maximum of 2% of total car parking 
provision can be provided as motorcycle 
parking. 

A1.8 The location and availability of parking 
spaces must be clearly marked with line 
marking and signage (if restrictions are 
required to regulate or improve safety 
and/or efficiency) and must be 
installed in accordance with relevant 
standards.  

A1.9 Vehicle entry and exit points to the site 
and desired traffic movements should be 
clearly marked with pavement arrows 
(preferably in a highly visible colour such 
as white (or yellow if there is a contrast 
issue)) and signage. 

Note: All signs, lines and markings 
required under the development consent 
and/or to be amended to address new 
standards are to be kept in good condition 
for the life of the development to ensure 
the efficient and safe operation of traffic 
and parking areas. 

Where signs and lines are required on a 
public road or road related area to make 
the development safe and efficient, 
approval of the Shoalhaven Traffic 
Committee must first be obtained. 

Traffic control facilities and control devices 
(including signs and lines) which may be 
authorised for use on road or road related 
areas by the Transport for NSW and 
Council (whether public or on private 
land), is required to be approved by the 
Shoalhaven Traffic Committee.  

A1.10 Lighting must be incorporated into car 
park areas where required.  

Note: Lighting may be wall mounted, free 
standing poles or bollard lights. In some 
instances, all three forms of lighting may 
be incorporated to provide effective 
illumination and should comply with 
AS1158.1–1997 and AS4282-1997, as 
appropriate. 

 

P2 To ensure adequate provision of car 
parking is available for people with a 
disability.   

A2.1 Where buildings and car parks are 
required to be accessible, the 
development and design will comply with 



Shoalhaven Development Control Plan 2014 

Chapter G21: Car Parking and Traffic 
 

 
    Page | 18  

the requirements of Part D3 of the 
Building Code of Australia. 

A2.2 Where access for people with a disability 
is expected, a minimum of 1 accessible 
space is required and thereafter one 
additional space per 100 spaces or part 
thereof.  

Note: Council encourages the provision of 
parking for people with a disability in 
excess of the minimum standards 
wherever practical. 

A2.3 For Class 6 and 9b buildings: 

• Up to 1000 car parking spaces - 1 
accessible space is require for every 
50 car parking spaces or part 
thereof. 

• In excess of 1000 car parking 
spaces - 1 accessible space is 
required for each additional 100 car 
parking spaces or part thereof. 

A2.4 Accessible parking shall be: 

• Compliant with AS2890.  Associated 
kerb ramps and path access must 
also be provided and need to 
comply with AS2890 and AS1428. 

• Located close to the entry of the 
building to minimise travel distances 
and maximise accessibility.  

• Located at ground level. 

• Identified through the use of signs, 
logos and colouring. 

Note: It is the responsibility of the 
applicant/owner to ensure that the 
development complies with relevant 
antidiscrimination legislation, in particular 
the Disability Discrimination Act 1992. 
This Act covers disabilities not catered 
for in the minimum standards in the 
Building Code of Australia. 

 

P3 Provision is made for charging facilities for 
electric vehicles. 

A3.1 The installation of electrical conduits for 
electric vehicle charging for each 
dwelling in a residential development 
(excluding single dwelling houses and, 
dual occupancies or boarding houses) to 
facilitate cost effective installation of 
vehicle charging stations and associated 
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wiring at a later date.  
A3.2 Where 10 or more parking spaces are 

required for non-residential development 
within the B3 Commercial Core and B4 
Mixed Use zones in the Nowra CBD, a 
minimum of 10% of spaces are to be 
designed and constructed so that 
electrical vehicle charging points/stations 
can be installed now, or at a later time. 

Note: Opportunities for electric vehicle 
charging points/stations should also be 
considered in the public domain.  This 
may include consideration of the capacity 
for electric vehicle charging points/stations 
to be installed at a later time. 

 

P4 Angled parking minimises impacts of 
vehicle fumes on alfresco dining areas and 
improves driveability. 

A4.1 Angled parking shall be “nose in” 
parking.  

P5 To encourage the use of bicycles.  A5.1 New developments, particularly 
educational establishments, recreational 
facilities, shops and civic buildings, 
should provide appropriate bicycle 
parking/storage facilities in accordance 
with current AUSTROADS Guidelines 
and or Australian Standards. 

A5.2 The design and installation of bicycle 
parking facilities should also comply with 
AS2890.3. 

A5.3 Larger developments should provide 
showers and associated amenities to 
encourage and cater for bicycle use. 

 
5.4 Car Park Landscape Design 

Performance Criteria Acceptable Solutions 

P6 The car park landscape design: 

• Lessens the visual impact of car 
park areas. 

• Provides shade areas for cars and 
pedestrians.  

• Ensures that the landscaping is an 
integral part of the car park design.  

A6.1 A development application must include 
detailed landscape plans indicating 
dimensions, levels and drainage, 
existing vegetation as well as location, 
type and character of proposed 
plantings.  

Note: Refer to Chapter G3: Landscape 
Design Guidelines for more information. 

 

P7 Landscaping does not interfere with the 
proper functioning of car park areas. 

A7.1 Car parks should be located to 
complement existing streetscape 
qualities. Consideration should be given 
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to the streetscape qualities of the locality 
and the possibility of locating a car park 
to the rear of a site, or the provision of 
suitable landscaping to minimise any 
visual intrusion. 

A7.2 Perimeter planting to screen the 
proposed car park is to be defined in the 
landscape plan. The minimum width of 
perimeter planting is 1m and 0.5m for 
driveways.   

A7.3 Internal plantings in a car parking area 
are to be of a nature to shade cars and 
soften the impact of hard paved surfaces 
without obscuring visibility. 

Note: Consideration should be given to 
the types of trees planted within car parks. 
Plants which have a short life, tend to drop 
branches, gum or fruit or plants which 
interfere with underground pipes are not 
suitable for car parks. 

A7.4 Consideration should be given to 
incorporating stormwater control 
measures in the design of landscaped 
areas to control and reduce the level of 
stormwater which enters Council's 
stormwater drainage systems. 

P8 To ensure tree plantings and associated 
structures are not in locations that may 
be prejudicial to road safety. 

A8.1 Planting is to be designed appropriately 
so as not to impact upon minimum sight 
distance requirements at access points 
consistent with the requirements of 
AS2890, but also considering 
intersections, around curves, clearance 
requirements (horizontal and vertical) 
and clear zone requirements. 

 
Table 1 includes a list of plant species suitable for a car park and Figure 2 provides an 
example of an acceptable site layout and design principles for landscape works in a car 
park.  
Table 1: Suitable Plant Species for Carparks 

Trees  Shrubs 

Alnus jorrulensis Robina pseusoacacia Abelia grandiflora 

Eucalyptus scoparia Sapium sebiferum Acacia longifolia 

Eucalyptus botryoides Ulmus glabra Banksia ericifolia 

Eucalyptus pilularis Ulmus parvifolia Callistemon spp. 

Franxinus x Raywoodii  Dodenea viscosa purpurea 
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Gleditsia tricanthos  Gardenia jasminoides 

Jacaranda mimosifolia  Grevillea spp. 

Lophostemon confertus  Murraya exotica 

Platanus acerifolius  Photinia 
 

 
Figure 2: Landscape Design Principles for Car Parks 
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6 Traffic, Access, Manoeuvring and Construction 

6.1 Traffic 

Performance Criteria Acceptable Solutions 

P9 To ensure new development: 

• Can be accommodated without 
adverse impact on the surrounding 
road network. 

• Does not jeopardise the provision of 
future network requirements.  

A9.1 A Traffic Study is provided as required 
by the relevant State Environmental 
Planning Policies (SEPPs), or in 
accordance with the Transport for NSW 
guidelines. 

A9.2 A Traffic Statement is provided where 
the application falls outside SEPPs 
requirements, or where requested by 
Council. 

A9.3 A Traffic Study or Statement must be 
prepared in accordance with the 
Transport for NSW, Australian 
Standards and AUSTROADS guidelines 
to the satisfaction of Council. 

 
 
6.2 Access 

Performance Criteria Acceptable Solutions 

P10.1 To ensure that driveways relate to: 

• Type of land use. 

• Frontage road type. 

• Size of parking facility. 

• Type of vehicle likely to enter the 
development. 

P10.2 To ensure that traffic safety is 
preserved both on-site and within the 
local road network. 

P10.3 To ensure that where any development 
has frontage to more than one road, 
access is provided to the lower order, 
lower traffic volume road, to protect the 
integrity and efficiency of the local and 
main road networks. 

A10.1 The development must: 

• Satisfy the provisions of AS2890, 
and  

• Be designed so that vehicles enter 
and leave the premises in a 
forward direction (except for 
dwelling houses and dual 
occupancy development). 

A10.2 Each site must minimise the number of 
ingress and egress points to any street 
frontage. 

A10.3 Where car parking exceeds 50 spaces 
separate provision must be made for 
ingress and egress. 

A10.4 Where more than one access point is 
proposed to a site, the first driveway 
reached by traffic must be the entrance. 

A10.5 For all development that has frontage 
to more than one road, access is to be 
provided to the lower order, lower traffic 
volume road. 
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A10.6 Vehicular access to parking areas will 
not be permitted in close proximity to 
traffic signals, major intersections or 
where sight distance is considered 
inadequate. Site distance requirements 
must comply with Figure 3.2 in 
AS2890.1. 

A10.7 Driveways must be located a minimum 
of six (6) metres from the corner of a 
building located on corner lots and a 
minimum of 1m from the side boundary.  

Note: Prohibited driveway locations and 
driveway orientation are indicated in 
Figure 3. 

A10.8 Buildings must be designed to ensure 
that there is adequate sight distance at 
intersections and driveways. In some 
instances this may require the provision 
of splay corners on buildings (e.g. 
where a driveway adjoins a building). 

A10.9 The vehicular entrance to the 
development shall demonstrate 
satisfactory provisions for pedestrian 
safety, considering the anticipated 
volume of both vehicular and 
pedestrian traffic. 

A10.10 Footpaths are to be continuous across 
driveways in accordance with 
AS2890.1.  

A10.11 Ramps must not extend across the 
footpath.  The development must 
demonstrate satisfactory provisions for 
pedestrian safety. 

A10.12 When new principal arterial roads 
(including sub-arterial roads, classified 
main roads, and designated regional 
roads) are provided, there shall be no 
direct access for new allotments where 
alternative access can be provided. 

A10.13 Where direct access from allotments to 
arterial roads currently exist (including 
sub-arterial roads, classified main 
roads, and designated regional roads), 
partial access may be considered when 
feasible, except where the access 
provisions cannot satisfy the 
requirements of State Environmental 
Planning Policy (Infrastructure) 2007. 
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P11 To cater for pedestrian access and 
accessibility. 

A11.1 Ensure pedestrians and cyclists can 
safely access the development and that 
passing pedestrians and cyclists safety 
is not compromised by the development. 

A11.2 Ensure the development considers 
relevant Council pedestrian access and 
mobility plans and strategies to provide 
the logical and practical extensions of 
the existing and proposed pathway 
network (where relevant) to provide safe 
and efficient connections between the 
development and the surrounding 
community. 

Note: Relevant Council plans and 
strategies may include the Pedestrian 
Access and Mobility Plan (PAMP), Bike 
Plan Strategies, provisions in this 
Development Control Plan or relevant 
masterplans.  

 

 

 
Driveway location in relation to corner sites 

 
Driveway location in relation to intersections 

 
Angle of driveway  

Figure 3: Suitable Driveway Locations 
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 Note: An exception to driveway location may be 

considered regarding roundabouts and driveway 
access where: 

• Standards in relation to roundabouts can be 
complied with in all respects. 

• Satisfactory pedestrian provisions can be 
provided. 

• Satisfactory traffic conditions can be 
demonstrated in the supporting traffic 
statement/study. 

 
6.3 Manoeuvrability 

 Note: The minimum turning path for vehicles 
accepted by Council is that adopted by Australian 
Standards, AUSTROADS, and Transport for NSW. 
Where there is a conflict between these guidelines 
and standards, Council advice is to be sought. The 
application is to state the design vehicle and 
provide justification for selection of design vehicle. 

Heavy vehicle swept path analysis must be rounded 
up in accordance with AUSTROADS. For example, 
if the vehicle is a 11.4m rigid - use the 12.5m 
template, if the vehicle is a 17.2m semi - use the 
19m semi template, etc. 

 
Performance Criteria Acceptable Solutions 

P12 Adequate space is provided for the 
manoeuvring of vehicles, particularly 
rigid and articulated heavy vehicles. 

A12.1 The minimum turning paths in Table 2 
are achieved.  

A12.2 Turning paths for vehicles will be based 
upon the largest vehicles likely to utilise 
the premises. 

A12.3 For bus routes in all new subdivisions, a 
practical bus route with a minimum 9m 
width is to be designated.  The route 
must satisfy swept paths for a 14.5m rigid 
bus with satisfactory turnaround provided 
for each stage of the development. 
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Table 2: Minimum Turning Path 

Category Minimum Turning Paths 

Residential development, 
including medium density 

AS2890.1 B99 Design Vehicle and AUSTROADS Passenger 
Vehicle. 

Commercial development 
Industrial development  
 
 

Less than 500m2 gross floor area (per site): 
• Turning circle required to accommodate small rigid truck. 
• Turning circle required to accommodate 14.5m rigid bus (where 

bus access can be expected). 
Greater than 500m2 gross floor area (per site): 
• AS2890.2 Heavy Rigid Truck (internal) and AUSTROADS 12.5m 

Single Unit Truck/Bus (external).  
• 19.0m semi-trailer. 
• Turning circle required to accommodate 14.5m rigid bus (where 

bus access can be expected). 

Other development 19m Semi-Trailer design vehicle for all service stations. 
If less than 500m2 gross floor area, but where sufficient evidence 
exists to suggest that larger vehicles are likely to be used by the 
development, the design vehicle should be identified in a traffic 
statement or traffic study with justification provided. 
Turning circle required to accommodate 14.5m rigid bus (where bus 
access can be expected). 

 
6.4 Service Areas 

Performance Criteria Acceptable Solutions 

P13 Suitable areas for safe and efficient 
loading/unloading of goods is provided. 

A13.1 Service areas should operate 
independently of other parking areas. 

A13.2 The location of loading/servicing areas 
should be clearly indicated by the use 
of signs. 

P14 All servicing occurs on-site. A14.1 Internal roadways must be adequate in 
construction and design for the largest 
vehicle anticipated to utilise the site.  

A14.2 Service docks are designed to cater for 
the largest vehicle anticipated to use 
the premises. 

A14.3 Service areas are designed to avoid 
the need for service vehicles to reverse 
across the pedestrian desire lines. 
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6.5 Design of Driveways 

Performance Criteria Acceptable Solutions 

P15 Driveways are designed to reflect the 
nature of development that they serve 

A15.1 Driveway design is consistent with 
AS2890.1 and/or AS2890.2 as 
applicable to the type of development.   

A15.2 Driveway types 1 and 2 shall be 
constructed as single driveway access 
points to minimise the number of 
driveway conflicts on the network. 

Note: Applications may be considered 
for multiple driveways only where 
sufficient justification can be provided to 
support the application to Council’s 
satisfaction.   

 

 
6.6 Construction Requirements  

 Note: A development application must include 
details of proposed construction work associated 
with a car park.  Detailed engineering plans must be 
submitted with a Construction Certificate detailing 
the dimensions of the car park, spaces, manoeuvring 
areas, access, levels and drainage. 

 
Performance Criteria Acceptable Solutions 

P16 The construction of internal driveways, 
roads, car parks, service areas and 
works in the road reserve is of a suitable 
standard according to land use type. 

A16.1 The construction of internal driveways, 
roads, car parks, service areas and 
works in the road reserve comply with 
Table 3.   

 
Table 3: Construction requirements - Internal driveways, roads, car parks, service areas and road reserves 

Type of Development or 
Car Park Component 

Construction Requirement 

All developments  
Including but not limited to 
subdivisions where: 
• New roads are required 

to be designed;  
• Existing roads are 

required to be 
augmented or 
upgraded; or 

• Kerb and guttering is 
required. 

Internal roads that will remain in private ownership: 
• Must comply with Council’s Engineering Design Specifications, 

AS2890 and Transport for NSW guidelines. 
 Internal roads that will become public roads: 
• Must comply with Council’s Engineering Design Specifications, 

AUSTROADS and Transport for NSW guidelines. 
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Rural development • All weather gravel standard with a minimum compacted pavement 
thickness of 200mm with associated stormwater drainage. The 
access, including drainage/table drain crossings, are to be 
designed in accordance with Council’s Standard Drawings and 
Engineering Design Specifications. 

• The driveway crossover and indented access, where required, is 
to be concrete, asphalt or bitumen sealed if the frontage is a 
sealed road.  
Note: Indents are not to be dedicated to Council as road reserve.  

 

Retail/commercial 
development 

• Asphaltic concrete or heavy duty reinforced concrete pavement, or  
• 2 coat bitumen sealed pavement (development involving less than 

6 spaces only).  
The geometric design, stormwater drainage and pavement is to be 
designed in accordance with Council’s Engineering Design 
Specifications and relevant Australian Standards. 
Concrete footpath paving shall be provided where:  
• There is an approved Pedestrian Access and Mobility Plan 

(PAMP); or 
• Required for pedestrian safety. 

Dual occupancy 
development 
Medium density 
residential 

• Formed driveways, parking spaces and manoeuvring areas shall 
be provided to a concrete (including coloured/patterned) or similar 
standard.  The pavement is to be designed in accordance with 
Council’s Engineering Design Specifications, relevant Australian 
Standards and the design shall include associated stormwater 
drainage. 

Note: In rural situations, bitumen seal or all weather gravel 
pavements may be accepted where it is unlikely to create noise 
and dust nuisance to adjoining residents and where the site is not 
steeply sloping. 

• All driveway crossovers within the road reserve in urban areas 
shall be constructed of concrete. 

• Kerb and guttering:  
− Concrete kerb and gutter is to be provided to Council’s 

specification for the full frontage of the development together 
with a concrete layback and footpath crossing.  

− In the case of corner allotments, kerb and gutter will be 
required on each road frontage of the development.  

• Concrete footpath paving shall be provided where:  
− There is an approved Pedestrian Access and Mobility Plan 

(PAMP); or 
− Required for pedestrian safety. 

Industrial • Heavy duty concrete; or  
• Industrial asphaltic concrete AC10 with minimum pavement 

thickness of 200mm subject to pavement testing for a design load 
of 1 x 106.  

All with associated stormwater drainage designed in accordance with 
the relevant Australian Standards. 
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Heritage precincts • Surfaces should be sympathetic to the streetscape qualities of 
identified heritage precincts and heritage items.  

• The standard of construction, including details of compaction and 
drainage will be specified by Council on a case by case basis.  

• The car park design must take into consideration the means of 
defining the car parking spaces and, where possible, spaces 
slightly wider in dimension than normally required. 

Dog Breeding and 
Boarding Establishments 
(Including Catteries) 

• Car spaces shall be constructed to at least an all-weather gravel 
standard. 

Ground level car parks • Compliance with AS2890, Council’s Engineering Design 
Specifications and requirements of Transport for NSW.  

• Driveways must be relatively level within 6m of the site boundary 
or any pedestrian way - maximum grade of 1 in 20.  

• Car parking bays must be suitably line marked and pavement 
arrows must be provided to clearly indicate direction of circulation.  

• Wheel stops should be provided to protect areas from vehicle 
encroachment, particularly walls, landscaping and pedestrian 
areas.  

Note: To ensure that ground level car parks are constructed to an 
acceptable standard, the following steps must be taken: 

• Site investigation and soils testing of sub-grade to ascertain 
minimum cover requirements as detailed in the development 
consent. 

• Submission of proposed pavement material grading tests to be 
carried out by an approved soil laboratory and results to be 
approved by Council prior to construction. 

• Compact approved pavement material to depth.  

• Approved in layers not exceeding 150mm compacted, 225mm 
loose. 

• Field density tests of pavement area to ensure adequate 
compaction to a Transport for NSW standard, i.e. 100% 
standard proctor. 

 

Basement or multi-level 
car parks 

• Minimum height between the floor surface and the lowest 
overhead obstruction must be in accordance with AS2890 for all 
areas traversed by cars. 

Straight or circular ramps 
in carpark 

• Compliance with AS2890.1. 
Note: The number of revolutions of a single circular ramp should 
be no greater than 6.  Traffic flow should be in a clockwise direction 
on single lane ramps and on the outside lane (used for upward 
circulation) of double lane ramps. 
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7 Advisory Information 

7.1 Development Application Documentation 

Development applications must be accompanied with plans that show the arrangements 
made for parking, where vehicles will enter and leave the site, and how vehicles will move 
about the site.  

7.1.1 Survey and Design Works 
When survey and design works are undertaken for a development proposal, the survey 
should include the whole existing road and associated services and features (not just the 
frontage side of a development).  Adjacent driveways are to be included, and where traffic 
facilities are currently present or to be provided, then sufficient survey/design is to be 
undertaken to allow Council to properly assess a proposal and its traffic impacts. 

7.1.2 Traffic Management Plans 
The traffic management plans shall address construction car parking 
requirements, loading / unloading, heavy vehicle routes, requirements for construction or 
work zones, pedestrian and cyclist safety, traffic control planning for each of the various 
phases of construction and/or vehicle movements associated with construction, speed 
zone restrictions, etc. 

7.1.3 Traffic Studies and Statements 
Consultation should be undertaken in the first instance with Council (and Transport for 
NSW where relevant) in relation to the extent of the studies required and specific issues to 
be addressed. Given the nature of seasonally variable traffic and parking demands in the 
Shoalhaven, consistent with Transport for NSW guidelines and AUSTROADS, any 
surveys and assessments undertaken should be seasonally adjusted to recognised annual 
benchmarks for the purpose of the traffic analysis.  In particular, annual average weekday 
conditions, 80-120th highest hour conditions, and for the purposes of parking analysis, 85-
percentile peak parking demands must be considered.  
Any traffic study must address the cumulative impacts of development and refer to the 
10% rule in the Transport for NSW’s Guide to Traffic Generating Developments.  That is, 
where an individual stage of development comprises greater than 10% of the entire 
development, the entire development application (master plan) must be assessed in 
addition to each stage within the traffic impact study. This is primarily to ensure 
appropriate staged conditions which are complimentary to the ultimate development 
proposal. 
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7.2 Other legislation or policies you may need to check 

 Notes: This section is not exclusive and you may be 
required to consider other legislation, policies and 
other documents with your application. 

You should contact Council’s Traffic Unit to identify if 
any town centre specific traffic and parking studies 
and strategies would apply to your application.  

 
Council Policies 
& Guidelines 

• Bike Plan  
• Pedestrian Access and Mobility Plan 
• Shoalhaven Contribution Plan 2019 (or previous Plans as appropriate) 

External Policies 
& Guidelines 

• Australian Standards (including AS2890.1, AS2890.2) 
• AUSTROADS Guide to Traffic Management  
• AUSTROADS Guide to Traffic Engineering Practice 
• Building Code of Australia 
• Transport for NSW Guide to Traffic Generating Developments 

Legislation • Disability Discrimination Act 1992 Cth 
• State Environmental Planning Policy (Housing for Seniors or People with 

a Disability) 2004. 
• State Environmental Planning Policy No 65—Design Quality of 

Residential Apartment Development 
• State Environmental Planning Policy (Affordable Rental Housing) 2009 

 
 

http://s94.shoalhaven.nsw.gov.au/

	Chapter G21.0 - Title Page
	Chapter G21.1 - Car Parking and Traffic v5 - 2021 LG Regs Minor Am
	1 Purpose
	2 Application
	3 Context
	4 Objectives
	5 Car Parking Controls
	5.1 Car Parking Schedule
	5.2 Parking Credits, Waivers, Discounts and Incentives
	5.2.1 Car Parking Credits
	5.2.2 Car Parking Waiver – Change of Use Development in Traditional Retail Centres
	5.2.3 Shared or Co-Use of On-Site Car Parking Facilities - Mixed Use Development
	5.2.4 Nowra CBD Parking Discounts
	5.2.5 Bicycle Parking
	5.2.6 Conservation Incentives

	5.3 Parking, Layout and Dimensions
	5.4 Car Park Landscape Design

	6 Traffic, Access, Manoeuvring and Construction
	6.1 Traffic
	6.2 Access
	6.3 Manoeuvrability
	6.4 Service Areas
	6.5 Design of Driveways
	6.6 Construction Requirements

	7 Advisory Information
	7.1 Development Application Documentation
	7.1.1 Survey and Design Works
	7.1.2 Traffic Management Plans
	7.1.3 Traffic Studies and Statements

	7.2 Other legislation or policies you may need to check



